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Micro Penett,Penett®

This MDI patented scribing wheel creates very deep median cracks of 80% and more of the glass
thickness, which simplifies the breaking process.
The consecutive hitting shock caused by wheel structure creates such a deep median cracks.
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B Features
@ Simplifying or even eliminating of breaking process.

@ Available in various specifications for brittle materials including silicon, ceramics, optical glass, etc.
@ Stable scribing on protection film from 10 to 50um.
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*Trademarks and registered trademarks used herein are the property of their respective owners.
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*The specs are subject to change without prior notice.
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Micro Penett,Penett®

B Features of Penett®

@ Possible to simplify or eliminate breaking process.

@ Stable scribing when rolling on to the glass edge or
cross scribing with high tenacity glass, chemically
edged or mechanically edge grinded glass.

@ Available with variation of specks for brittle materials
including Silicon, Ceramics, Optics glass etc.

@ Stable scribing with protection sheets from 10 to 50um

Depth of vertical crack 10% - 15% of glass thickness

or other filmed panels.
xPenett® for thicker than 4mm glass is also available.
It performs easy breaking, stable yield and high quality

scribing comparing with conventional wheels.
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Micro Penett
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Angle(V) MODEL (Materlals)
Specifications 100° | 105° | 110° | 115° | 120° | 125° SDX
PolyCrystalline Dipforydten Carb\de
sootes [ s | o | tos
Micro Penett
230 Notches-3 um ° 2.0 0.65 0.8 100~125
° 3.0 0.65 0.8 100~125
170 Notches-5 um
160 Notches—6 um Penett®
140 Notches-7 um MODEL (Matenals)
Penett® 150 Notches-8 um T H
Pol Cr stalllne Diamongt C bid i i)
135 Notches-9 um onls € e
0.65 0.8 100~125
135 Notches-10
otches—opm ° ° 30 065 08 100~125
110 Notches-10um [ ] [ ] 5.0 1.1 15 100~155
[ - 0.3mmtor Thinner [ -+ 0.4mmt [ - 0.5mmt [0 -+ 0.6mmt or Thicker %1:In 5° steps.
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B Patents - Trademarks
Patents and Trademarks registeration, application has been done to various countries.

B Contact

www.mitsuboshidiamond.com
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The best Axles for MDI scribing wheels.
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B Features

MDI axles are available in 3 defferent materials:
Diamond(DCX), E-coated, and Tungsten carbide(Caebide).
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Axle
B Axle Specifications

Material Diameter (mm) Length (mm) Model Material Diameter (mm) Length (mm) Model
e H4& (mm) RE (mm) B L] 544% (mm) £&& (mm) B
0.8 4.0 0.8 4.0

AXF0800400N AXC080040EN
0.8 6.0 AXFO800600N 0.8 6.0 AXCO80060EN
1.1 4.0 AXF1100400N 1.1 4.0 AXC110040EN
1.1
Axle DCX 1.1 6.0 AXF1100600N Axle and E-Coated 6.0 AXC110060EN
(PolyCrystalline Diamond ) 14 40 AXF1400400N 14 4.0 AXC140040EN
1.4 6.0 AXF1400600N 14 6.0 AXC140060EN
1.5 4.0 AXF1500400N 1.5 4.0 AXC150040EN
1.5 6.0 AXF1500600N 15 6.0 AXC150060EN
% Please contact us for more information.
Material Diameter (mm) Length (mm) Model HERIFERABBLEDE TEEL,
He S (mm) E% (mm) R Kindly contact us about an axle length if you require an axle length
which does not appear in our catalogue.
0.8 4.0 AXC0800400N EYOREFEEHKICECE T,
0.8 6.0 AXC0800600N %Kindly note that a minimum order of tungsten carbide axles are sold in
11 40 AXC1100400N sets of 100 pcs and PCD (Diamond) axles can be sold individually.
) : : ML, EO—hEVIE 100 £OY MEBYET,
Axle Carbide 1.1 6.0 AXC1100600N BAIE 1 ADSEYET,
(Tungsten Carbide) 14 4.0 AXC1400400N
14 6.0 AXC1400600N
1.5 4.0 AXC1500400N
15 6.0 AXC1500600N
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